## DP series

## One Screen Multi-Purpose \& Magic Splicing

One Screen Multi-Purpose \& Magic Splicing

## Digolor




Product specifications

| Product | DP-261 | DP-291 | DP-391 | DP-390 | DP-480 | DP-590 |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| Pixel Pitch (mm) | 2.604 | 2.97 | 3.91 | 3.91 | 4.81 | 5.95 |
| Cabinet size (WxHxD/mm) | 500x500x65 | $500 \times 500 \times 65$ | $\begin{aligned} & 500 \times 1000 \times 65 \\ & 500 \times 500 \times 65 \end{aligned}$ | $500 \times 1000 \times 67$ $500 \times 500 \times 67$ | $500 \times 1000 \times 67$ $500 \times 500 \times 67$ | $\begin{aligned} & 500 \times 1000 \times 67 \\ & 500 \times 500 \times 67 \end{aligned}$ |
| Cabinet Resolution | 192x192 | 168x168 | $\begin{aligned} & 128 \times 256 \\ & 128 \times 128 \end{aligned}$ | $\begin{aligned} & 128 \times 256 \\ & 128 \times 128 \end{aligned}$ | $\begin{aligned} & 104 \times 208 \\ & 104 \times 104 \end{aligned}$ | $\begin{aligned} & 84 \times 168 \\ & 84 \times 84 \end{aligned}$ |
| Cabinet Weight (Kg) | 6.5 | 7 | 7/11.5 | 7/11.5 | 7/11.5 | 7/11.5 |
| Brightness (Nits) | 800 | 800 | 800 | 3500 | 3500 | 3500 |
| Refresh Rate (Hz) | 3840 | $\geqslant 1920$ | $\geqslant 1920$ | $\geqslant 3840$ | $\geqslant 3840$ | $\geqslant 3840$ |
| Gray Scale (Bit) | 14 | 14 | 14 | 14 | 14 | 14 |
| IP Rating (Front/Rear) | IP40/P21 | IP40/P21 | IP40/P21 | IP65/54 | IP65/54 | IP65/54 |
| Max./Avg Power Consumption(W/m²) | 520/173 | 456/152 | 460/153 | 650/217 | 650/217 | 650/217 |
| Curve | $\pm 5^{\circ} / 90^{\circ}$ | $\pm 5^{\circ} / 90^{\circ}$ | $\pm 15^{\circ} / 90^{\circ}$ | $\pm 10^{\circ} 190^{\circ}$ | $\pm 10^{\circ} / 90^{\circ}$ | $\pm 15^{\circ} / 90^{\circ}$ |

## Front Maintenance

DP series indoor products support module front and rear maintenance.


Curved Splicing
All DP series support curved splicing.


Triple Protection
The DP series is designed with triple protection anti-collision for lamp/cabinet/cabinet corner.


## Styling Splicing

wo sizes of cabinets support up and down splicing ,left and right misalignment.


Right Angle Splicing
The four DP cabinets can be assembled into a cubic column shape.


Meet the needs of rental customers' floor tiles applications.


